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A Correction. 

In our last number, February, in describing the illus
trations of .. A Staten Island Cottage," page 19, the 
names of Hamilton & Mesereau were by some mis
chance given as the architects, which was erroneous, as 
the house was designed by Mr. Horace Greeley Knapp, 
the well known architect, No. 50 Broadway, New York. 

• ••• 

Improved .lnierio.· Finish. 

A New York door manufacturing concern is intro
ducing an improved wood finish for door panels, wain
scoting, ceiling, etc , consisting of wood pulp com
pressed by powerful machinery. Panels made of this 
material will not warp or split from shrinkage, and the 
coves in ceilings will not crack. The material is of the 
nature of a wood without grain, with the fibers so close
ly joined as to preclude swelling or shrinking, while 
warping or twisting is impossible. Made into sliding 
blinds there is no trouble with tenons pulling out, for 
there are none, and no checking of panels. the blind 
being practically one piece. The same material work
ed into doors gives a product at least one-t.hird lighter 
than the ordinary wooden door, and much stronger. 

butternut; sitting ruom chamber and bathroom, birch; 
dining room floor is finished in oak; kitchen floor, 
maple; parlor, library, sitting room, dining room, and 
chamber mantels and grates with plate glass mirrors ; 
sitting and dining rooms finished with panel wainscot
ing. The, whole of house heated with the Asire steam 
heater. Building furnished with hot and cold water 
and gas. Our engraving was made direct from a photo
graph of the building. This house was erected by Mr. 
C. G. Hodson, on the basis of plans originally published 
in the building edition of the SCIENTIFIC AMERICAN 

in 1888, and well illustrates the great utility of our 
publica.tion to builders in all parts of the coun try. We 
place before the public a constant succes�ion of illus
trations aed plans of the newest and most desirable 
buildings, from which illustrations the intelligent 
builder may at once proceed with the work of construc
tion, as the photographic picture puts him in possession 
of the general exterior details, while the plans give him 
the'general dimensions to be followed. Thousands of 
houses have been and are now being erected in all 
parts of the country from the plans presented in the 
pages of the SCIENTIFIC AMERICAN ARCHITECTS AND 

A RESIDENCE AT NEWARK, N. J. 

quarter-sawed sycamore, and it would be hard to find 
a more nicely finished room anywhere. The peculiar 
grain of the sycamore and its various shadings make 
it a peculiarly pretty wood for rich house finishing. 
The grate and over-mantel are on the bedroom side of 
this room. On the south side uf the grate is a large 
door opening into the dining room. and on the north 
side another door leading to the back hall and rear 
stairway. Large folding doors on the nurth side of the 
room open into the library. This room is nearly as 
large as the sitting room, has asimilar bay window, and 
is finished in cherry, with book cases and mantel of 
the same wood. It has a splendid north light, the best 
there is for a reading room or library. 

The dining room is finished in stained birch wood, 
and is directly west of the sitting room. It has a side
board built into an alcove and corresponding in finish 
to the rest of the room. 

Across the rear hall from the dining room is the 
kitchen, finished in red oak and fitted with every COIl
venience of pantry, china closp-t, range. hot and cold 
water. N ear the kitchen ar.e the stairs leading to an 
ample cellar. 

Doors and blinds may be veneered with any wood de- BUILDERS edition. Keep this in mind, gentle reader, The rear hall and stairway and some of the upstairs 
sired, alike on both sides, or not, as suits the fancy. and tell it to all your friends, especially those who con- chambers arefinis}led in quarter-sawed oak. The guest 
These goods are said to cost no more than the same template building. chamber is finished in black walnut. All the cham
finish in the ordinary construction, and wainscotings The Daily Tribune, of South Bend, speaks of this bershave ample closets, and there is a most complete 
are somewhat cheaper. 

' 
new residence of Mr. Hodson as follows: bath room, which is ea8ily accessible from all parts of 

A number of houses throughout New York State The roof is broken so as to give a unique and the second floor. 
have been finished in this material, but no special efforts artistic sky line from any ground point of observation. There is a roomy attic, which contains a forty-barrel 
have yet been made to introduce it generally through- A tower on the southeast corner adds to the stateliness tank for soft water. In the ttic there is also a large 
out the country.-'1'imberman. of the structure, as do the wide and ample porticoes on cedar closet for stowing winter goods through the sum-

• '., • the south and east sides. In color the exterior of the mer. 
A RESIDENCE AT SOUTH BEND, IND. house is in shades of terra cotta, which give it a more In design and finish the new house of Mr. Hodson is 

Our engraving on page 41 shows the rrsidence of admirable effect. The entrance is from the main porch, as complete as good taste and money can make it. 
Mr. George T. Hodson. The house is elegantly 10- through a vestibul4;llighted by stained glass doors. The 
cated in Chapin Park, a suburb of South Bend, and doors from the vestibule to the hall are also of stained 
was built for the sum of $7,500. Foundation, brick; glass, and so is the north window under the stairs. 
cellar under entire house, 7' high; first story, 11'; From this hall are entrances to the parlor on the left, 
second story, 10'; with attic floor over all of house. to the sitting room at the end of the hall, and to the 
The exterior frame sheathed with matched sheath- rooms above by a flight with two square turns and one 
ing and paper First story covered with 4 in. platform. These stairs are of quarter-sawed oak, as is 
siding and moUlded ceiling; second story and roof all the wood finish in the hall. 
covered with fancy shingles. Large porch on two The parlor is lighted with large French plate glass 
sides. The main windows on the first floor stained windows, and is finished in mahogany. A richly de
and plate glass. Painted terra cotta with green and signed corner grate, with mahogany over-mantel in 
old gold trimmings. The interior finish in vestibule, unique design, a dds mlich to the beauty of this room. 
hall, first and second stories and stairway quartered West of the parlor, and connected by sliding doors, 
oak; parlor. mahagony; sitting room, quartered syca- is the sitting room. It has a south square bay window 
more; library, cherry; dining room, black birch; I with one single French plate glass in front, 48 by 84 
kitchen, back hall, stairway. two rear chambers, red inches. The side windows of the bay have stained 
oak; front chamber, black walnut ; library chamber, ! glass in the upper sash. This room is finished in 
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IN connection with the publication of the BUILD

ING EDITION of the SCIENTIFIC AMERICAN, Messrs. 
Munn & Co. furnish plans and specifications for 
buildings of every kind, including Stores, Dwellings. 
Carriage Houses, Barns, etc. In this work they are 
assisted by able and experienced architects. FilII 
plans, details, and specifications for the various build
ings illustrated in this paper can be supplied. Those 
who contemplate building, or who wish to alter, 
improve, extend, or add to existing buildings, whether 
wings, porches, bay windows, or attic rooms, are in
vited to communicate with the undersigned. Our 
work extends to all parts of the country. Estimates, 
plans, and drawings promptly prepared Terms mod
erate. Munn & Co., 361 Broadway, New York. 
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